
Territory owned and operated since 1973.

All your machinery servicing 
and repairs by our qualified 
mechanics.

Catering rural and regional areas 
with mobile service vehicles.

FULL RANGE OF GENUINE SPARE PARTS TO SUIT OUR PRODUCT LINES.



Kubota Mowers

PETROL MOWERS
T SERIES
RESIDENTIAL RIDE ON MOWERS

High-back Suspension seat
Model: T2290KWT / T2290KW
Engine Gross Power: 21.5 HP
Transmission: HST
Fabricated Deck: 42” / 48”

Z200 SERIES
RESIDENTIAL ZERO TURN MOWERS

Model: Z232KW / Z242KH / Z242KW / Z252KH / Z252KW
Choice of Kohler or Kawasaki Engine.
Engine Gross Power: 21.5-25 HP
Fabricated Deck: 42” / 48” / 54”

Z400 SERIES
PROFESSIONAL RESIDENTIAL ZERO TURN MOWERS 

Model: Z412KW / Z422KW / Z425KWTI
Kawasaki Engine. 
Engine Gross Power: 22 HP / 24 HP
Suspension Seat.
Fabricated Deck: 48” / 54” / 60”

ZG SERIES
COMMERCIAL PETROL ZERO TURN MOWERS SHAFT DRIVEN

Model: ZG222 / ZG227 / ZG327 / ZG332 
Engine Gross Power: 22-32.5 HP
Transmission: HST with gear reduction
Fabricated Deck: 48”/ 54”/ 60” / 72”

DIESEL MOWERS

GR SERIES
DIESEL RIDE ON MOWERS, GLIDE STEER TECHNOLOGY, 4WD 
TRACTION

Model: GR2120
Engine Gross Power: 21.0 HP
Transmission: HST
Mower Deck: 48” / 54”

ZD SERIES
COMMERCIAL DIESEL, ZERO TURN MOWERS, SHAFT DRIVEN

Model: ZD1011 / ZD1211 / ZD1221R / ZD1221L / ZD1221RL
Engine Gross Power: 19.3-29.1 HP
Transmission: HST with gear reduction
Mower Deck (Fabricated Pro Commercial Deck): 54” / 60” / 72”

F SERIES 
COMMERCIAL OUT FRONT DIESEL MOWERS

4WD
Model: F2890 / F3690
Engine Gross Power: F3690: 36.0 HP / F2890: 28.0 HP
Transmission: HST (2 Ranges)
Pro-Commercial Fabricated Deck: 90 Degree Tilt Up 60” / 72”



Baroness Mowers

FAIRWAY MOWERS
Model: LM2700 / LM551
Mowing Width: 2,770-2,940 mm
Mowing Height: 5–46 mm
Number of Blades: 9 

FLOATING HEAD GREENS MOWERS 
Model: LM101
Mowing Width: 557 mm
Mowing Height: 3 – 29 mm
Number of Blades: 9 / 11

AERATORS 
Model: TDA1200 / TDA1600
Working Width: 1,170 / 1,560 mm
Minimum Tractor Power: 17.7 / 23.6 HP

BUNKER RAKES 
Model: SP05
Engine Power: 17.7 HP
Transmission: Hydrostatic
Rake Width: 1,900 mm

TEES & SURROUNDS MOWERS
Model: LM281 / LM285 / LM331 
Mowing Width: 1,800 mm
Mowing Height: 10 - 60 mm
Number of Reels: 3

RIDE ON GREENS MOWERS
Model: LM315GC
Mowing Width: 1,520 mm
Mowing Height: 2-29 mm
Number of Cutting Units: 3

ROTARY MOWERS
Model: GM2800
Mowing Width: 2,800 mm
Mowing Height: 20-91 mm
Number of Mower Decks: 5

WALK BEHIND GREENS MOWERS 
Model: LM18 / LM54 / LM56 / LM66
Mowing Width: 457-557 mm
Mowing Height: 3-29 mm
Number of Blades: 9 / 11



Kubota Tractors

BX SERIES – SUB-COMPACT TRACTORS
Optional loaders and 54” or 60” mower decks available.
BX23S comes standard with loader & backhoe
ROPS
Model: BX1880 / BX2380 / BX23S / BX2680
Engine Gross Power: 18 – 26 HP
Transmission: HST (2 Ranges)

B SERIES – COMPACT TRACTORS
Optional loaders, 54” or 60” mower decks and backhoes Available
B26 comes standard with Loader & Backhoe
ROPS / CAB
Model: B2301 / B26 / B2601 / B3150
Engine Gross Power: 23 – 31 HP
Transmission: HST (3 Ranges)

L SERIES
Standard L Series Tractors
Optional loaders & backhoes Available
ROPS
Model: L3200 / L3800 / L4600
Engine Gross Power: 30.4 - 43.8 HP
Transmission: Gear/HST (3 Range)

GRAND L40 SERIES
Features HST Plus, Anti Stall and Auto Throttle Advance
ROPS / CAB
Model: L3540 / L4240 / L5740
Engine Gross Power: 35 - 57 HP
Transmission: HST

M SERIES
Direct Injection Engine, Independent PTO, Bevel-Gear Front Axle.
ROPS / CAB
Model: MX5200 / M6040 / M7040 / M8540 (Narrow available) /  
M9540 / M96S / M108DC
Engine Gross Power: 50 – 105 HP
Transmission: Hydraulic Shuttle Shift (except MX5200)

M5 SERIES
Constant RPM Management, High ground clearance, Dual speed Options
ROPS / CAB / DUAL SPEED CAB
Model: M5091 / M5101 / M5111 (Narrow models available)
Engine Gross Power: 87-110.5 HP 
Transmission: Electro-hydraulic Shuttle

MGX SERIES
With one of the largest cabs in its class, the premium MGX range 
offers unmatched operator comfort and visibility. Bi-Speed Turn,  
Electrohydraulic differential locks, RPM Dual Memory
CAB
Model: M100GX, M110GX, M126GX, M135GX
Engine Gross Power: 100-135 HP 
Transmission: 24F/24R IntelliShift transmission

M7-4 SERIES
Building on the success of its predecessors, the M7-4 Series combines 
the proven strengths of Kubota’s flagship M7-2 with enhanced 
functionality and refined performance for greater capability and comfort.
CAB
Model: M7-154 / M7-174 (Standard Deluxe/Premium Power Shift/
Premium KVT available)
Engine Gross Power: 148 – 168 HP 



Greenworks

60V PRO RANGE

ZERO TURN MOWER 
Mower Deck Options: 42” / 54” 

GARDEN CARE PRODUCTS
- Self Propelled Lawn Mower
- ChainSaw
- Trimmer
- Hedge Trimmer
- Blower

82V OPTIMUS RANGE

ZERO TURN MOWER
Battery Power Options: 18kWh / 24kWh
Mower Deck Options: 48” / 52” / 60” / 72”

STAND ON ZERO TURN MOWER
Battery Power Options: 8kWh / 24kWh
Mower Deck Options: 32” / 36” / 48” 

GARDEN CARE PRODUCTS
- Self Propelled Lawn Mower
- Trimmer
- Blower
- Hedge Trimmer
- Chainsaw

UTILITY VEHICLE

Battery Capacity: 350V
Maximum Speed: 40-60 km/h
Runtime/Range: up to 200km
Aircon ∕ Open cab options available.



Deutz-Fahr 

WARRIOR SERIES

AGROTRON 6 RCSHIFT 
CAB
Model: 6170 / 6190 / 6230
Engine Gross Power: 171 – 226 HP
Transmission: ZF RCShift auto

AGROTRON 6 TTV
CAB
Model: 6170 / 6190 / 6230
Engine Gross Power: 171 – 226 HP
Transmission: TTV Transmission with 3 Driving Modes

AGROTRON 8 TTV
CAB
Model: 8280
Engine Gross Power: 287 HP
Transmission: 60km/h TTV variable speed Transmission

AGROTRON 9 TTV
Cab
Model: 9340
Engine Gross Power: 336 HP
Transmission: 60km/h TTV Variable Speed Transmission

Versatile

FRONT WHEEL ASSIST TRACTORS 

Model: 320 / 400
Engine Gross Power: 322 / 400 HP
Transmission: Univance 16 x 9 full powershift Transmission

4WD TRACTORS
CAB
Model: 425 / 520HHT / 570HHT / 620HHT
Engine Gross Power: 425 / 520 / 570 / 620 HP
Transmission: Quadshift / Powershift Transmission

DELTA TRACK 
CAB / four track system
Model: 520DT / 620DT
Engine Gross Power: 520 / 620 HP
Transmission: 16 x 4 Powershift Transmission



Krone Balers

COMPRIMA CV150XC PLUS 
Bale Diameter x Width: 0.9-1.5 x 1.2 m
Length: 7.66 m
Height: 2.999 m
Pick-Up Working Width: 2.15 m
Rows of Tines: 5
Power Requirement: 100 HP

COMPRIMA V180XC2 
Bale Diameter X Width: 0.9-1.2 x 1.2 m
Length: 5.295 m 
Height: 3.15 m 
Pick-Up Working Width: 2.15 m 
Rows of Tines: 5
Power Requirement: 80 HP

VARIPACK V165, V165XC, V190, V190XC, 
V165 PRO, V165XC PRO, V190 PRO, 
V190XC PRO 
Bale Diameter X Width: 0.8-1.65 x 1.2 m / 0.8-1.9 x 1.2 m
Length: 4.9 m
Height: 2.98 m / 3.05 m
Pick-Up Working Width: 2.15 m
Power Requirement: 80 - 100 HP

FORTIMA V1500MC-2 
Bale Diameter x Width: 0.9-1.5 x 1.2 m
Length: 4.52 m
Height: 2.7 m
Pick-Up Working Width: 2.05 m
Row of Tines: 5
Power Requirement: 65 HP

ROUND BALERS



Krone Balers

BIG PACK 5TH GENERATION
Chamber Width & Height: 1.2 x 9 m
Bale Length: 1-3.2 m
Length: 10.3 m
Height: 3.45 m
Pick-up Working Width: 2.35 m
Power Requirement: 163-245 HP

MOWER CONDITIONERS
Steel V-tines
Intermeshing Steel
Rubber Rollers

DISC MOWERS
Am R / Rear Mounted AM Mowers
Front Mounted Disc Mowers
Mower Combinations
Rear Mounted Disc Mowers
Trailed Disc Mowers

ROTARY RAKES
Four Rotor Centre Delivery Rakes
Single Rotor Rakes
Six Rotor Centre Delivery Rakes
Twin Rotor Centre Delivery Rakes
Twin Rotor Side Delivery Rakes

ROTARY TEDDERS
KW Mounted  
Rotary Tedders
KWT Trailed  
Rotary Tedders

BIG PACK MULTIBALE
Chamber Width & Height: 1.2 x 0.7 m
Bale Length: 1-2.7 m
Length: 9.18 m
Height: 2.875 m
Pick-Up Working Width: 2.35 m
Power Requirement: 120 HP 

BIG PACK 6TH GENERATION
Chamber Width & Height: 1.2 x 0.9 m
Bale Length: 0.5-3.2 m
Length: 9.13 m
Height: 3.96 m
Pick-Up Working Width: 2.35 m
Power Requirement: 258 HP

SQUARE BALERS



Implements

Kubota offers an extensive implement package aimed at the professional farming community right through to 
lifestyle customers, covering the areas of Cultivation, Seeding, Spreading, Crop Care and Electronic Solutions for 
agricultural tractors and machinery. The Kubota Implements range of machines spans over 140 different models.

KUBOTA IMPLEMENTS

DISC SPREADER 
DS Standard / Geospread / Weighing Series
FlowPilot: Easy setting and adjustment
Spreading Width: 9-54 m

PENDULUM SPREADER 
VS Series
Hopper Capacity: 220-1650 L
Spreading Width: 0.75-15 m
9 Different Spouts Hopper Extensions

PRECISION PLANTER 
PP1001 / PP1001F / PP1001TF / PP1000V Series
Multiple configurations and options available.

COMPACT DISC 
CD1001 / CD2001 / CD2001F / CD2001T Series
Large Disc Diameter, Maintenance-free bearings
Working Width: 2-7 m

POWER HARROW 
PH1001 / PH2001 / PH2000F / PH3000F Series
Quick-Fit tines, Heavy-duty design, Helical tine positioning
Working width: 2.5-6 m

MULCHER 
SE1001 / SE2000P / SE3000 / SE4000 / SE5000 / 
SE6000 / SE7000 / SE8000 Series
Lateral Drive, Double skin, 2 standard U-counter knives (except SE1001 )
Working Width: 1.5-6.4 m



Implements

LAND PRIDE

ROTARY CUTTER
RCR12 / RCR1548 /  
RCF20 / RCF27 / 
RCF36 Series

BOX SCRAPER
BB05 / BB12 / BB15 / 
BB25 / BB35 Series

GROOMING 
MOWERS
FDR16 / FCR25 / 
FDR36 Series

GRADING  
SCRAPER
GS05 / GS15 /  
GS25 Series

ROTARY TILLERS 
RTR05 / RTA12 /  
RTR12 / RTA35 Series

DISC HARROW
DH10 / DH15 / DH25 
Series

LANDSCAPE  
RAKES 
PR16 / LR05 / LR16 / 
LR26 / LR37 Series

GRADER BLADE
RB / RBT35 / RBT45 
Series

GREAT PLAINS

AIR DRILLS VERTICAL 
TILLAGE

MECHANICAL 
DRILLS

YIELD-PRO 
PLANTERS



Ideal Sprayers

CHEMICAL HOPPERS 
The Ideal Chemical hoppers offer a fast, safe and effective way of 
transferring chemicals into your tank all while filling your sprayer. 
Available in 60 and 150 litres.

TRAILING HERBICIDE SPRAYER 
Ideal Trailing Sprayers are a versatile option for many around the farm 
spraying. Trailed Kubota RTVs or Tractors, spray trailers provide a quick 
and easy solution for Aussie farmers.
Available in 300 and 400 litres.

HERBICIDE SKIDPRO SPRAYERS 
Ideal Skidpro Sprayers are very customisable and suit both farmers and 
contractors. Equipped on Kubota RTVs or Utes, Skidpro’s provide a 
quick and easy solution for Aussie farmers.
Available in 200, 300, 400 & 600 litres.

IDEAL FORCE AIRBLAST SPRAYER
Tank: 1,500-5,000 litre main tank with separate 7 litre fresh water tank
Fan: 800 mm / 950 mm single fan
Fan Capacity: 36,000 m3/h / 53,000 m3/h
Pump: High pressure brass head pump, Large capacity (193 L/min) four 
diaphragm pump.
Drive: Heavy duty PTO driveshaft
Minimum Horsepower Required: 40 HP / 50 HP

IDEAL DUAL FORCE AIRBLAST SPRAYER
Tank: 2,000-5,000 litre main tank with separate 7 litre fresh water tank
Fan: 800 mm / 900 mm twin fan
Fan Capacity: 65,000 m3/h / 105,000 m3/h
Pump: High pressure brass head pump, Large capacity (193 L/min) four 
diaphragm pump.
Drive: Heavy duty PTO driveshaft
Minimum Horsepower Required: 75 HP / 90 HP

IDEAL POWER TOWER SPRAYER
Tank: 2,000-7,000 Litre main tank with separate 7 litre fresh water tank
Fan Capacity: 86,000 m3/h
Pump: High pressure brass head pump, Large capacity (193 L/min) four 
diaphragm pump
Drive: Heavy duty PTO driveshaft
Minimum Horsepower Required: 80 HP / Triple Sprayer: 100 HP

WEEDSTAR SINGLE ROW SPRAYER
Tank: 2,000-5,000 Litre main tank with separate 7 litre 
fresh water tank
Pump: Low pressure pump, Large capacity (125 L/min) 
three diaphragm pump
Drive: Heavy duty PTO driveshaft



Merlo

TELEHANDLERS

COMPACT TELEHANDLERS	
Model: P27.6 / TF27.6 / TF30.7 / TF30.9 / TF33.7
Max Load Capacity: 2.7-3.3 t
Max Height: 6-9 m
Horse Power: 75-115

MEDIUM CAPACITY TELEHANDLERS 
Model: TF33.9 / TF35.7 / TF38.10 / TF38.10TT / TF42.7 / TF42.7TT
Max Load Capacity: 3.3-4 t
Max Height: 7-10 m
Horse Power: 105-145

HIGH CAPACITY TELEHANDLERS
Model: TF50.8 / P50.18HM / TF65.9 / P65.14HM / P72.10 / P120.10
Max Load Capacity: 5-12 t
Max Height: 9-18 m
Horse Power: 136-170

STABILISED TELEHANDLERS	
Model: P35.11 / P40.13 / P40.17 / P50.18
Max Load Capacity: 3.5-5 t
Max Height: 11-18 m
Horse Power: 75-136

ROTATING TELEHANDLERS
Model: ROTO50.21 / ROTO50.26 / ROTO70.24
Max Load Capacity: 5-7 t
Max Height: 21-26 m
Horse Power: 170

TELESCOPIC TRACTORS
Model: MF34.7 / MF44.7 / MF44.9
Max Load Capacity: 3.4-4.4 t
Max Height: 7-9 m
Horse Power: 140-170 



Kubota RTVs

RTV DIESEL SERIES

RTVX2S 

WORKSITE / GENERAL PURPOSE

Engine Displacement: 1,123 cc
Engine Gross Power: 24.8 HP
Transmission: Variable Hydro Transmission (VHT-X, 2 Ranges)
Tyres: ATV, HDWS, TURF
Travelling Speed: 40 km/h
Worksite: Hydraulic Tipper  General Purpose: Manual Tipper

RTV-X1100C
2 Seater CAB 
Air Conditioned Cab, Hydraulic Tipper
Engine Displacement: 1,123 cc
Engine Gross Power: 24.8 HP
Transmission: Variable Hydro Transmission (VHT-X, 2 Ranges)
Tyres: HDWS 
Travelling Speed: 40 km/h

RTV-X1130 

2 Seater
Engine Displacement: 1,123 cc
Engine Gross Power: 24.8 HP
Transmission: Variable hydro transmission (VHT-X)
Tyres: HDWS, ATV
Travelling Speed: 40 km/h

RTVX4 

2/4 Seater (Convertible)
Engine Displacement: 1,123 cc
Engine Gross Power: 24.8 HP
Transmission: Variable Hydro Transmission (VHT-X)
Tyres: HDWS
Travelling Speed: 40 km/h

RTV PETROL SERIES

RTV520
Manual Tipper
Engine Displacement: 514 cc
Engine Gross Power: 17.4 HP
Transmission: Variable Hydro Transmission (VHT Plus, 2 Ranges)
Tyres: HDWS
Travelling Speed: 40 km/h

RTV-XG850
Speed-sensitive EPS, LED headlights, Optional Electric Bed Lift,  
Front and rear independent suspension
Color: Orange / Desert Sand / Stone Gray / Black
Engine Displacement: 851 cc
Engine Gross Power: 54.0 HP
Transmission: CVT plus with inertial clutch (2 Ranges)
Tyres: ATV
Travelling Speed: 64.4  km/h



Kubota Generators

LOWBOY
Model: GL6000D / GL9000D
Fuel Type: Diesel
Phase: Single
Fuel Tank Capacity: 28 L
Output: 6-8.8 kVA
Sound Levels @ 7m: 66.5-68 dBA
Operating Hours @ 3/4 Load: 8.5-12 
hours 

KJ SERIES
Model: KJ-S130 / KJ-S230 / KJ-
T130 / KJ-T180 / KJ-T300 
Fuel Type: Diesel 
Phase: Single (KJ-S130 / KJ-S230) 
/ Three (KJ-T130 / KJ-T180 / KJ-
T300)
Fuel Tank Capacity: 37 / 68 L
Output: 12.5-30 kVA
Sound Levels @ 7m: 73-75 dBA
Operating Hours @ Full Load: 7-9.3 
hours

SQ SERIES
Model: SQ1120B / SQ1150B / 
SQ3140B / SQ3200B / SQ3300B
Fuel Type: Diesel
Phase: Single (SQ1120B / SQ1150B) 
/ Three (SQ3140B / SQ3200B / 
SQ3300B)
Fuel Tank Capacity: 72-142 L
Output: 11.2-33 kVA
Sound Levels @ 7m: 61-64 dBA
Operating Hours @ Full Load: 24-
25 hours



Kubota Excavator

KX SERIES – CONVENTIONAL EXCAVATOR ROPS / CAB
Model: KX018-4 / KX033-4 / KX040-4 / KX040-4 Angle Blade / KX057-4 / KX080-3S
Digging Depth: 2,380-4,600 mm
Digging Radius at Ground Level: 3,860-7,170 mm
Operating Weight: 1,695-8,280 kg
Horsepower: 16.1-70 HP

U SERIES – ZERO TAIL SWING EXCAVATOR ROPS / CAB
Model: U10-5 / U17-5 / U25-3S / U27-4 / U35-4 / U48-4 / U55-4
Digging Depth: 1,800-3,630 mm
Digging Radius at Ground Level: 3,330-5,945 mm
Operating Weight: 1,125-5,470 kg
Horsepower: 10.3-47.6 HP



Hyundai Excavator

CRAWLER EXCAVATOR - HX SERIES
Model: HX140L / HX145CR / HX220L / HX235LCR / HX260L /  
HX300L / HX350L / HX400L / HX500L / HX800L / HX1000L 
Engine: Tier 3
Operating Weight: 14,405-97,900 kg
Bucket Capacity: 0.52-6.8 m3

Horsepower: 130-630 HP

WHEELED EXCAVATOR – HW SERIES
Model: HW65A / HW100A / HW140A / HW150A / HW170A / HW180A
Operating Weight: 6,065-18,820 kg
Bucket Capacity:  0.18-1.05 m3

Horsepower: 65-173 HP  

HYUNDAI DOZER
Model: HD100 / HD130
Operating Weight: 11,200 kg / 15,300 kg
Capacity: 8 ft / 11 ft
Horsepower: 122 HP / 157 HP



Kubota Loaders

SVL SERIES -  
TRACK LOADER
Model: SVL65-2s / SVL75-3 / 
SVL97-3
Rated Operating Capacity @ 35% 
of Tipping Load: 953-1,451 kg
Operating Weight: 3,885-5,250 kg
Horsepower: 68.4-96.4 HP

SSV SERIES –  
SKID STEER
Model: SSV65 / SSV75
Rated Operating Capacity  
@ 50% of Tipping Load: 
885-1,220 kg
Operating Weight: 3,200-3,820 kg
Horsepower: 64-74.3 HP

R SERIES –  
WHEEL LOADER
Model: R430 / R540
Operating Weight: 3,080-4,520 kg
Bucket Capacity: 0.4-0.68 m3 
Horsepower: 47.6-50.9 HP



Hyundai Loader

Model HL940 HL955 HL960 HL970 HL975 HL980 HL985A

Engine Tier 3 / 
Stage III A

Tier 3 / 
Stage III A

Tier 3 / 
Stage III A

Tier 3 / 
Stage III A

Tier 3 / 
Stage III A

Tier 3 / 
Stage III A

Tier 4F / 
Stage V

Operating 
Weight

13,200 kg 15,650 kg 18,900 kg 23,800 kg 26,450 kg 30,550 kg 33,800 kg

Bucket 
Capacity

2.3 m3 2.8 m3 3.3 m3 4.2 m3 4.8 m3 5.6 m3 6.5 m3

Horsepower 145 HP  
(108 kW) @ 
2,100 rpm

173 HP  
(129 kW) @ 
2,100 rpm

215 HP  
(160 kW) @ 
2,100 rpm

280 HP 
(209 kW) @ 
2,000 rpm

335 HP 
(250 kW) @ 
2,100 rpm

335 HP 
(250 kW) @ 
2,100 rpm

430 HP 
(321 kW) @ 
2,100 rpm

900 SERIES
The Hyundai 900 series loaders offer the power and performance you 
need. With huge bucket capacities and breakout forces, you can count 
on them to be highly productive in all industrial, construction, mining, 
and quarrying applications.

Model HL730-9 HL740-9 HL757-9 HL760-9 HL770-9 HL780-9

Engine CUMMINS 
QSB4.5

Cummins 
QSB6.7

Cummins 
QSB6.7

Cummins 
QSB6.7

Cummins QSL Cummins 
QSM11

Operating 
Weight

Standard  
9,800 kg 
XTD 10,000 
kg TM 10,200 
kg

Standard & 
TM 12,000 kg 
XTD 12,300 
kg

Standard  
14,500 kg 
XTD & TM  
15,000 kg

Standard  
17,900 kg 
XTD 18,700 
kg

Standard  
23,100 kg 
XTD 23,850 
kg

Standard 
30,000 kg   
XTD 30,800 
kg

Bucket 
Capacity

Standard & 
XTD 1.9 m3 
(heaped) 
TM 1.7 m3 
(heaped)

2.3 m3 
(heaped)

Standard & 
XTD 2.8 m3 
(heaped) 
TM 2.7 m3 
(heaped)

3.3 m3 
(heaped)

4.2 m3 
(heaped)

5.4 m3 
(heaped)

Horsepower 125 HP (93 
kW) @ 2,100 
rpm

145 HP (108 
kW) @ 2,100 
rpm

173 HP (129 
kW) @ 2,100 
rpm

215 HP (160 
kW) @ 2,100 
rpm

280 HP (209 
kW) @ 2,000 
rpm

348 HP (260 
kW) @ 2,000 
rpm

DASH 9 SERIES  
TOOL CARRIER LOADER / WHEEL LOADER



TOKU HYDRAULIC BREAKER 

MINI / MEDIUM / LARGE RANGE

Type: top Mount / Box

Operating Weight: 75–4,700 kg

Carrier Range: 0.7-70 t

FURUKAWA ROCK BREAKER

SMALL / MEDIUM / LARGE RANGE

Operating Weight: 60-4,790 kg

Carrier Range: 0.85-110 t

Steelwrist

TILT ROTATORS

For excavators  
from 2 to 33 t

360° unrestricted rotation 
and 45° tilt in each 
direction 

BUCKETS
0-40 t Grading Buckets
0-33 t Digging Buckets
0-40 t Cable Buckets
13-33 t Utility Buckets
0-22 t V-ditch Buckets
2-32 t Sorting Buckets
0-20 t Skelton Buckets

WORK TOOLS
Sorting Grapples
Multi Grapples
Finger Grapples
Compactors
Pallet Forks

Attachment



Kubota CE Attachment

SKID STANDARD  
DUTY ROTARY 
CUTTER SC25 
SERIES
1.5 – 1.8 m cut width

HOPPER BROOMS 
HB SERIES
1.9m-2.1m

SKID HEAVY DUTY 
ROTARY CUTTER 
SC40 / SC60 / SC70 
Series
1.8 m cut width

COLD PLANERS 
CP30 SERIES
0.3m-1.2m Cut Width

BOX BLADES BB30 
SERIES
2.1 – 2.4 m

TRENCHERS TR 
SERIES
1.2m-1.5m Depth
Pallet Forks AP-PFL56 Series
2,495kg Rated Capacity

POWERED RAKES 
SR27 SERIES
1.8 – 2.3 m

LIFTING BOOM LB60 
SERIES
2,722kg Rated Capacity

SKID GRADING 
SCRAPER SG25 
SERIES
1.8 – 2.1 m

AUGER DRIVE SA35 
SERIES
15cm-61cm Augers

6-WAY DOZER 
BLADES DZ30 
SERIES
2.1m Max. Cut Width
Angling Broom AB Series
1.8m-2.1m

BROADCAST 
SEEDERS PS20 
SERIES
1.8m-2.2m



Digga Attachments

AUGER DRIVE
Digga offers a wide range of drilling auger drive that fits all size 
loaders and excavators. 
Rec Flow Range: 15-240 Lpm
Maximum Pressure: 200-345 Bar

AUGER
Digga augers suit all size loaders, skid steer loaders, and excavators. 
Depending on ground conditions, you can choose a bladed or 
tapered cutting head, or rotating rock picks. For deeper holes, a full 
range of auger extensions are available
Drilling Conditions: Earth, Clay or Rock
Overall Length: 1,200 – 2,000 mm
Carrier Range: 0.75-50 t

PALLET FORKS
Load Rating: 900 / 1,500 / 1,800 kg
Length (Overall): 1,270 / 1,314 / 1,464 mm
Height (Overall): 1,110 / 964 mm
Width (Overall): 870 / 1,170 mm

BIGFOOT TRENCHER
•	 Ideal for inexperienced to experienced operators
•	 Features a skid foot for consistent trench depth
•	 Single Spoil Auger
•	 100mm to 200mm chain cut width with 1.654” pitch
•	 150mm to 300mm chain cut width with 2” pitch
•	 Not suitable for 3pt linkage

TRENCHER

Digga offers trenchers to suit various machine types and models 
including skid steer, track loader, tractor, telehandler and excavator. 

HYDRIVE TRENCHER
•	 Ideal for experienced operators
•	 Ideal for operators who trench for a living
•	 For trenching more meters per hour
•	 Motor located out of spoil
•	 Dual Spoil Auger
•	 100mm to 300mm chain cut width with 1.654” pitch
•	 150mm to 350mm chain cut width with 2” pitch

CEMENT MIXER
Digga’s Cement Mixa can mix anything from cement to fertilizer and 
fits quickly and easily to your Digga Planetary Auger Drive (Auger 
Drive sold separately).
Working Capacity @ 45 degree
Small Bowl Mixer: 2.5 Cu ft / 70 L
Large Bowl Mixer: 4 Cu ft / 115 L



Ammann

LIGHT ROLLER

ARX SERIES  
TANDEM VIBRATORY ROLLER
Model: ARX12 / ARX16 / ARX20 / ARX23-2 / ARX26 / ARX40-2
Max Operating Weight: 1,700-4,450 kg 
Drum Width: 820-1,300 mm
Static Linear Load: 7.9-15.4 kg/cm

ARX SERIES  
COMBINATION TANDEM ROLLER
Model: ARX23-2C / ARX26-2C / ARX40-2C
Max Operating Weight: 2,250-4,360 kg 
Drum Width: 1,000-1,300 mm
Static Linear Load: 10.2-16.2 kg/cm 

HEAVY ROLLER

ARX SERIES  
TANDEM ROLLER
Model: ARX90 / ARX110 
Max Operating Weight: 10,910-11,750 kg 
Drum Width: 1,680 mm 
Centrifugal Force: 84-105 kN 

ARS SERIES  
SINGLE DRUM SOIL COMPACTOR 
Model: ARS70 / ARS110 / ARS130 / ARS150 / ARS170 / ARS200 / 
ARS220
Max Operating Weight: 8,400-26,000 kg 
Drum Width: 1,680-2,130 mm
Centrifugal Force: 135-375 kN 

ARS SERIES – TIER 3 ENGINE 
SINGLE DRUM ROLLERS
Model: ARS110.1 / ARS130.1 / ARS150.1 / ARS170.1
Max Operating Weight: 11,465-15.890 kg
Drum Width: 2,130 mm
Centrifugal Force: 275-335 kN

PNEUMATIC TYRED ROLLER
Model: AP240 / ART240 / ART280 (Hydrostatic)
Operating Weight / Max Weight: 9,590-9,700 kg / 24,000-28,000 kg
Drum Width: 1,986-2,040 mm 
Max Transport Speed: 19 km/h 



Bergmann

BERGMANN WHEELED & TRACKED DUMPER
Bergmann has a demonstrated history of producing reliable and innovative earthmoving solutions for over 60 
years. Designed to cater to a wide range of requirements on the most diverse construction sites, Bergmann 
dumpers combine high transport performance, driver comfort and maximum operational safety. Wheeled and 
tracked dumpers ranging from 1 to 25 tonne are available from Airpower.

C810
Operating Weight: 9,000 kg
Engine: Cummins Diesel
Engine Power: 75 kW
Bucket Capacity: 4.6 m3 heaped

C912
Operating Weight: 10,000 kg
Engine: Cummins Diesel
Engine Power: 180 kW
Bucket Capacity: 6.5 m3 heaped

C815
Operating Weight: 12,000 kg
Engine: Cummins Diesel
Engine Power: 119 kW
Bucket Capacity: 8 m3 heaped

C828
Operating Weight: 25,000 kg
Engine: Cummins Diesel
Engine Power: 194 kW
Bucket Capacity: 15 m3 heaped

LIGHT COMPACTION

TRENCH ROLLER
Model: ARR1575 / ARR1585
Max Operating Weight: 1,305-1,340 / 1,395-1,450 kg 
Drum Width: 630-640 / 850 mm
Centrifugal Force: 75 kN / 86 kN 

Ammann



PARTS
+61) 08 8939 0230
parts@airpower.com.au
133 McKinnon Road Pinelands, Darwin

SERVICE
+61) 08 8939 0240
service@airpower.com.au
133 McKinnon Road Pinelands, Darwin

SALES
+61) 08 8939 0250
sales@airpower.com.au
880 Stuart Highway Pinelands, Darwin
airpower.com.au
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